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KEY FEATURES

PRODUCTS INFORMATION

Gearbox: 12F+12R main speed synchronized shift is optional and it has features like energy saving, reliable and comfortable. 

Driving Cab: Standard configuration is ROPS and cab with EC and OECD certifications, and compatible configurations are third generation 

car body with European design, fully-wrapped interior, steering wheel adjustable fore and aft, car air conditioning system and luxurious seat 

which fully improves the control comfort. 

Engine : TB series standard configuration engine has passed European EPA certification and EURO Stage III certification.

Clutch : Standard configuration 10-11 inch dual clutch is equipped with a friction disk made of special ceramic material with high reliability. 

Tires : Paddy land tires, OTR tires, meadow tires are optional.

Electronic system: Taking rainy and humid environments into consideration, it is equipped with electrical wirings and connectors with high 

sealing performance so as to extend the service life of the electronic system. 

Floor: flat floor, side-placed operating lever and suspension pedal are optional, which improves controlcomfort. 
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SPECIFICATIONS UNITS B804

Rated Engine Power hp/kw 80/59
Engine Type 4-cylinder, diesel
Rated Engine Speed rpm 2400
Gear Box 12F+12R synchro shift/12F+12R collar shift
Speed Range km/h Forward(2.37-38.46)/Reverse(2.07-33.71)
Brake Wet disc, mechanical
Hydraulic Flow l/min 35
Lift Capacity kg 1500
Rops Standard
Cab Optional

Tires
Standard 9.5-24/14.9-30

Optional /

Weight
ROPS Weight 2855
Cab Weight 3010

Dimension(L*W*H) mm 4100*1795*2160


